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Datasheet

Item number: H343.7046

2/2-way MS solenoid valve G 3/4", 0-6/10

(DC/AC) bar, NC

Item description

Materials:

Bodies: brass, internal parts: brass / stainless steel, 

seal: NBR

Temperature range: 

-10°C to max. +80°C, ambience: max. +65°C

Media:

Compressed air, neutral gases, water, neutral low-viscosity media, other media on request

Installation position:

With upright magnets

Control voltages:

Standard: 24 V DC, 230 V AC, upon request other voltages

Voltage tolerance:

± 10 %

Protection class:

IP 65 (plug size 3)

Optional:

FKM seal (-10°C to max. +130°C), EPDM seal for air and warm water (-10°C to max. +120°C)

Information:

These valves are always supplied with a solenoid coil and a connector plug.

Properties

Version 2/2-way solenoid valve

Control voltage 24 V DC



function closed (NC) without power

Thread G 3/4"

Seals EPDM

Operating pressure [bar] 0 - 6

DN [mm] 20

L [mm] 73

Kv value* [l/min] 108

Power consumption (DC) [W] 20

Structural shape solenoid coil Q

Spare solenoid coil H303.6013

Spare membrane (sealing kit**) NBR H341.7264

Spare membrane (sealing kit**) FKM H341.7265

Spare membrane (sealing kit**) EPDM H341.7263

Media temperature [°C] -10 to +120

Further Information

Weight 1 kg / pcs

Customs duty number 84812090

RoHS compliant Yes
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